EXPLOSION-PROOF DIFFERENTIAL PRESSURE SWITCHES

COMPACT, LOW COST, EXPLOSION-PROOF AND WEATHERPROOF

THE MODEL 1950 EXPLOSION-PROOF PRESSURE SWITCH COMBINES THE BEST FEATURES OF THE POPULAR DWYER® SERIES 1900 PRESSURE SWITCH WITH THE BENEFIT OF NATURAL GAS.

EASY ACCESS TO THE SPDT RELAY AND POWER SUPPLY TERMINALS IS PROVIDED BY REMOVING THE COVER. A CAPTIVE SCREW ALLOWS THE COVER TO SWING ASIDE WHILE REMAINING ATTACHED TO THE UNIT. ADJUSTMENT TO THE SET POINT OF THE SWITCH CAN BE MADE WITHOUT DISASSEMBLY OF THE HOUSING.

SERIES 1950G

EXPLOSION-PROOF DIFFERENTIAL PRESSURE SWITCH

EXPLOSION-PROOF, WEATHERPROOF, COMPATIBLE WITH NATURAL GASES

THE MODEL 1950G EXPLOSION-PROOF PRESSURE SWITCH COMBINES THE BEST FEATURES OF THE POPULAR DWYER® SERIES 1900 PRESSURE SWITCH WITH THE BENEFIT OF NATURAL GAS.

EASY ACCESS TO THE SPDT RELAY AND POWER SUPPLY TERMINALS IS PROVIDED BY REMOVING THE COVER. A CAPTIVE SCREW ALLOWS THE COVER TO SWING ASIDE WHILE REMAINING ATTACHED TO THE UNIT. ADJUSTMENT TO THE SET POINT OF THE SWITCH CAN BE MADE WITHOUT DISASSEMBLY OF THE HOUSING.

MODEL CHART

UL, CSA, FM

Model | Price | ATEX Model | Price | Range in w.c. | Approximate Deadband | Min. Set Point | Max. Set Point
--- | --- | --- | --- | --- | --- | --- | ---
1950G-00-B-24-NA | $223.00 | 1950G-00-B-24-NA | $307.00 | 0.0 to 20 | .04 | .06
1950G-00-B-24-NA | $223.00 | 1950G-00-B-24-NA | $307.00 | 0.0 to 20 | .04 | .06
1950G-00-B-24-NA | $223.00 | 1950G-00-B-24-NA | $307.00 | 0.0 to 20 | .04 | .06
1950G-00-B-24-NA | $223.00 | 1950G-00-B-24-NA | $307.00 | 0.0 to 20 | .04 | .06
1950G-00-B-24-NA | $223.00 | 1950G-00-B-24-NA | $307.00 | 0.0 to 20 | .04 | .06


SERIES 1950

EXPLOSION-PROOF DIFFERENTIAL PRESSURE SWITCHES

COMPACT, LOW COST, EXPLOSION-PROOF AND WEATHERPROOF

THE MODEL 1950 EXPLOSION-PROOF PRESSURE SWITCH COMBINES THE BEST FEATURES OF THE POPULAR DWYER® SERIES 1900 PRESSURE SWITCH WITH THE BENEFIT OF NATURAL GAS.

EASY ACCESS TO THE SPDT RELAY AND POWER SUPPLY TERMINALS IS PROVIDED BY REMOVING THE COVER. A CAPTIVE SCREW ALLOWS THE COVER TO SWING ASIDE WHILE REMAINING ATTACHED TO THE UNIT. ADJUSTMENT TO THE SET POINT OF THE SWITCH CAN BE MADE WITHOUT DISASSEMBLY OF THE HOUSING.