**PIPE-MOUNT BIMETAL SURFACE THERMOMETER**

Fits Pipe Sizes from 3/4˝ to 2-3/8˝, Clip-on Mount

The *Series STC* Pipe-Mount Bimetal Surface Thermometer is designed to accurately measure a pipe surface temperature. The STC series is available in three different clip sizes and feature a bimetal spiral spring sensing element that provides quick temperature readings.

**FEATURES/BENEFITS**

- Integral pipe mount models for 3/4˝ to 2-3/8˝ pipe

**APPLICATIONS**

- HVAC
- Non-intrusive temperature measurement

**MODEL CHART**

<table>
<thead>
<tr>
<th>Model</th>
<th>Range</th>
<th>Pipe Size</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>STC151</td>
<td>-50 to 250°F</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC141</td>
<td>0 to 150°F</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC161</td>
<td>70 to 370°F</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC152</td>
<td>-40 to 120°C</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC162</td>
<td>20 to 180°C</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC172</td>
<td>20 to 260°C</td>
<td>3/4˝ to 7/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC351</td>
<td>-50 to 250°F</td>
<td>1˝ to 1-5/8˝</td>
<td>$31.00</td>
</tr>
<tr>
<td>STC341</td>
<td>0 to 150°F</td>
<td>1˝ to 1-5/8˝</td>
<td>$31.00</td>
</tr>
</tbody>
</table>

**SPECIFICATIONS**

- Housing Material: Steel.
- Lens: Glass.
- Accuracy: ±2%.
- Resolution: < 4% of scale.
- Temperature Limits: Ambient: 14 to 302°F (-10 to 150°C).
- Mounting: Clip.
- Weight: 3.4 oz (95 g).

**SERIES ST**

**SURFACE MOUNT THERMOMETER**

2˝ Dual Scale Dial, ±2% FS Accuracy

The *Series ST* Surface Mount Thermometer easily mounts to and measures the temperature of any ferrous surface.

**FEATURES/BENEFITS**

- Magnetic mount works on any ferrous surface

**APPLICATIONS**

- HVAC, air ducts
- Refrigerators

**MODEL CHART**

<table>
<thead>
<tr>
<th>Model</th>
<th>Range</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>ST250</td>
<td>0 to 250°F (-20 to 120°C)</td>
<td>$35.25</td>
</tr>
<tr>
<td>ST500</td>
<td>0 to 500°F (-20 to 260°C)</td>
<td>$35.25</td>
</tr>
<tr>
<td>ST750</td>
<td>50 to 750°F (10 to 400°C)</td>
<td>$35.25</td>
</tr>
</tbody>
</table>

**SPECIFICATIONS**

- Housing Material: Aluminum.
- Accuracy: ±2% FS.
- Sensing Element: Bimetal coil.
- Dial Size: 2˝ (5.08 cm).
- Response Time: Approximately one minute.
- Mounting: Two Alnico magnets on back.
- Height: 1/2˝ (1.27 cm).
- Weight: 2 oz (56.7 g).